
FORESTRY HEAD SHREDDERTLE-FS/FM
The forestry shredding heads with rollaway or fixed -teeth rotor are perfect 

for crushing prunings, branches and standing plants up  to Ø 15 cm.

TLE-FS can be applied to excavator weighing from 4 tonnes till 8 tonnes.                                                       

TLE-FM can be applied to excavator weighing from 8 tonnes till 10 tonnes.

TLE FS/FM

FORESTRY HEAD SHREDDER

www.lipa-srl.itinfo@lipa-srl.it

TLE-FS/FM

MADE IN ITALY

LIPA s.r.l.

65010 Spoltore (PE) - Italy

Via Castellani (ang. Via Mare Adriatico)

Tel. +39 085 4971431 Fax +39 085 4973170

984x550x920 714TLE-FS 70 420 2200 50/60 220/250 12 3

1147x550x920 877TLE-FS 90 520 2200 60/70 220/250 15 3
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1314x550x920 1040TLE-FM 100 630 2200 80/90 220/250 18 3

1477x550x920 1203TLE-FM 110 690 2200 90/100 220/250 21 4
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STANDARD ACCESSORY

• Saddle attachment  

• Hydraulic piston motor

  with external drainage  

• Block valve  

• Belt drive  

• Strenx body frame  

• Internal reinforcement hardox  

• Internal counterblades series  

• Forestry rotor with  
  rollaway bidirectional hammers  
• Frontal and rear   
  double chain protecion   
• Reinforced skids with hardox  

ACCESSORY ON REQUEST

LIGHT HEAD SHREDDER

MEDIUM HEAD SHREDDER

Safety pin saddle

Fixed teeth TLE-FS 70

                    TLE-FS 90

Solenoid valve and regulator

valve
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The technical data,specifications, characteristics and pictures are not binding for the manufacturer.

*The numbers refer to
  the weight of the shredde
  without the saddle

Sharp fixed hammers

Ax fixed hammers

                    TLE-FM 100

                    TLE-FM 110
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